
P1 Solutions Ltd

HAZARD MATRIX Date Prepared:

REV:

Contract No: DH983 - A71 Vegetation Clearance Signed:

Counter Signed:

Operations Manager

Contract Supervisor

KEY:

1. Those at Risk 2. Severity of Risk 3. Probability of Occurrence 4. Residual Risk

E = Employee H = High (Fatal) H = High (Fatal) H = High (Fatal)

V = Visitor M = Medium M = Medium M = Medium

P = Public L = Low L = Low L = Low

ACTIVITY HAZARD
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Working next to a live 

carriageway

Employees being struck by vehicles 

/ Pedestrians/ Striking of structures

E          

V

M M L

Manual lifting & repetitive works. Back or related injury E M L L

Wet weather working / Winter 

Working

Exposure to cold / Slips due to wet 

surfaces & ice / snow cover 

E M L L

Contamination of water course Possible Gas Oil spillage or 

herbicide contamination

P L L L

General working. Materials or tools on carriageway or 

on roads, danger of falling over 

equipment, slips, trips or falls

E          

V

L L L

16/10/2020

1

ACTION REQUIRED TO REDUCE RISK

Limit to weight for individuals physical attributes or where 

possible use suitable machine for lifting. Suitable rest breaks will 

be determined for repetitive works. 

Men at work signs and hi visability cones shall be placed at 

each end of the working area to let drivers know that men are 

working in the area.                               

All working areas clearly defined, nobody working out with these 

areas at any time, tools and materials stored in locked vehicle 

when not in use. Maintain Good housekeeping by ensuring that 

the site and boundary are kept in such a manner that no latent 

hazards arise from storage of materials, plant and like, which 

endanger the workforce or the public. 

Wet weather & thermal gear supplied, use of welfare facilities 

and limiting working time. Make grit available or other 

preoperatory surface coverings as required to make working 

area safe

Use bunded fuel bowsers c/w spill kit, drip trays. Only licensed 

operators to apply herbicides



P1 Solutions Ltd

Spillages Contamination of water courses - 

Slip hazards

E          

V

L L L

COPY FILED TO: Contract File Planning Officer

All squads shall have appropriate spill kits and drip trays on-site 

to deal with any spillages that may occur

Site File 




